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Order your free of charge version now

FAX +49 (0) 9132 777 150

Einsteinstr. 8
91074 Herzogenaurach
Germany

Your contact person: Mr. René Leven, Tel.: +49 (0) 9132 777 544, eMail: rene.leven@proleit.com

Please check:

certified by experience
L Yes, please send me a free trial DVD'

Plant iT based on Mitsubishi PLC’s.
Application example

O ProLeiT

L VYes, | would like to receive additional information
about the products and services of ProLeiT AG.

My contact information:

Plant il

based on Mitsubishi PLC’s

Process control technology. MES included.

O Ms. /7 A M

Title, first name, last name

Company, department

Street name, street number, POB

Zip code, city

Telephone, fax

eMail

" To run the herein mentioned test system you need a Mitsubishi PLC Melsec System Q. Please note the following system requirements:

Software requirements/operating system: Windows XP Professional (SP 2 or higher version), INAT OPC server.

To create your own process graphics you can order ProLeiT’s Engineering tool for process graphics and project specific frontend applications.
Minimal hardware configuration: Mitsubishi PLC Melsec System Q with ethernet module, QO6HCPU or higher.

PC with Intel Pentium IV CPU, 1.8 GHz clock rate or faster, 512 MB RAM memory (1 GB recommended), 40 GB fast hard disk.

The graphic board has to be a fast AGP/PCI-Express graphic board with a minimum resolution of 1024 x 768 and 65536 colours.
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