	QMA C 10.25
	Checklist
	[image: image1.png]ProLelT

by Schneider Electric






	Rev. 04/03-21
	Module test
	



	Project:
	«Project»

	Project No.: 
	«Project No.»
	Project leader:
	«ProjectManager»

	Site / Server-ID:
	«Site»

	Customer:
	«Customer»


	Module name:
	

	Short description:
	


	Input parameters have been tested with values from their limit ranges (minimum, maximum, zero…)
	 FORMCHECKBOX 


	The module has been tested according to the respective function description
	 FORMCHECKBOX 


	All documentations have been checked for mistakes
	 FORMCHECKBOX 


	The whole signal exchange with other programs has been checked (simulated for external controller)
	 FORMCHECKBOX 


	All input parameters within the specified value ranges are processed correctly 
	 FORMCHECKBOX 


	Limit violations of input parameters are detected and processed accordingly
	 FORMCHECKBOX 


	In the normal situation, the module provides the expected result / return values
	 FORMCHECKBOX 


	All responses to different errors are programmed in the code and tested
	 FORMCHECKBOX 


	The data areas for the module are initialized correctly after reset / power off 
	 FORMCHECKBOX 


	Reset and power off do not impair the correct operation of the module
	 FORMCHECKBOX 



	All messages that the module creates are displayed correctly in the signaling system / in the message line
	 FORMCHECKBOX 


	The module execution time does not affect the other programs
	 FORMCHECKBOX 


	The module does not create any messages in the Perror.log or PLC diagnostic log
	 FORMCHECKBOX 



	A header with a short function description exists for the module 
	 FORMCHECKBOX 


	The creation date and the author of the module are shown in the program header 
	 FORMCHECKBOX 


	The program comments make clear the purpose of the program even for third-parties
	 FORMCHECKBOX 



Additional requirements for programs that exchange data with the server or other controls
	An interruption of the data connection does not impair the operation of the module
	 FORMCHECKBOX 


	Interruptions or faults in the data connection are signaled/recorded
	 FORMCHECKBOX 


	The involved partners resume the communication correctly after an interruption
	 FORMCHECKBOX 


	Incomplete data from the partner does not impair the operation of the module
	 FORMCHECKBOX 


	Missing data from the partner (timeout) does not impair the operation of the module
	 FORMCHECKBOX 
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